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HAVE ON ©EACH SIDE, ONE AMBER SIDE MARKER LAMP AND ONE
AMBER REFLECTOR, CENTRALLY LOCATED WITH RESPECT TO THE
LENGTH OF THE VEHICLE.

(5) POLE TRAILERS SHALL HAVE:

(1) ON EACH SIDE, ONE AMBER SIDE MARKER LAMP
AT OR NEAR THE FRONT OF THE LOAD;

(II) ONE AMBER REFLECTOF AT OR NEAR THE FRONT
OF THE LOAD; AND

(III) ON THE REARMOST SUPPORT FOR THE LOAD,
ONE COMBINATION MABKER LAMP SHOWING AMBER TO THE FRONT
AND RED TO THE REAR ANL SIDE, MOUNTED TO INLCICATE MAXIMUM
WIDTH OF THE POLE TRAILER.

(C) WHENEVER IDENTIFICATION LAMPS ARE RECUIRED OR
PERMITTED BY THIS TITLE, THEY SHALL BE GROUPED IN A
HORIZONTAL ROW, WITH LAMP CENTERS SFACED NOT LESS THAN 6
NOR MORE THAN 12 INCHES APART, AND MOUNTED ON THE
PERMANENT STRUCTURE OF THE VEHICLE AS CLOSE AS
PRACTICABLE TO THE VERTICAL CENTER LINE. HOWEVER, WHERE
THE CAB OF A VEHICLE IS NOT MORE THAN 42 INCHES WIDE AT
THE FRONT ROOF LINE, A SINGLE IDENTIFICATION LAMP AT THE
CENTER OF THE CAB COMPLIES WITH THE REQUIREMENTS FOR
FRONT IDENTIFICATION LAMPS.

REVISOR'S NOTE: This section presently appears as
Art. 66 1,72, §12-2C8.

Except for minimal changes in style and

nomenclature, this section has not been
revised; see General Revisor's Note to this
title.

22-209. COLOR OF CLEARANCE LAMPS, IDENTIFICATION LAMPS,
SIDE MARKER LAMPS, BACK-UP LAMPS, AND REFLECTORS.

{A) FRONT CLEARANCE LAMPS, TIDENTIFICATION LAMPS,
AND THOSE MARKER LAMPS AND REFIECTCRS MOUNTED ON THE
FRONT OR ON THE SIDE NEAR THE FRONT OF A VEHICLE SHALL
DISPLAY OR REFLECT AN AMBER COLOR.

{B) REAR CLEARANCE LAMPS, IDENTIFICATION LAMPS, AND
THOSE MARKER LAMPS AND REFLECTORS MOUNTED ON THE REAR OR
ON THE SIDES NEAR THE REAR OF A VEHICLE SHALL DISPLAY OR
REFLECT A RED COLOR.

REVISOR'S NOTE:, This section presently appears as
Art. 66 1/2, §12-209.

Except for minimal changes in style and
rnomenclature, this section has not Dbeen
revised; see General Revisor's Note to this
title.

22-210. MOUNTING OF REFLECTORS, CLEARANCE LAMPS, AND



